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-Recommended circuitry
-ENC and ANC options
-Analogue and digital type
-Top or bottom port option
-High S/N ration
-SMD type

.| Length *
: Model | S/N Ratio ;
Series Photo No. (dBA) Width
(mm)

MMAT-
2718-421 - 59 2.75%1.85
N442

MMAT

MMAT-
2718-381- 57 2.75%1.85
N313i

MMAT

MMAS-
2718-421
N32i

MMAS 57 2.75%1.85

MMDT-
2718-261- 59 2.75%1.85
NC4

MMDT

MMAB-
2819-381
N414

MMAB 65 2.75%1.85

MMAB-
2819-381- 65 2.75%1.85
N4144

MMAB

MMDB-
2718-261
NC12

MMDB 64 2.75%1.85

MMAB-
3526-381- 64 3.5*2.65
N314i

MMAB

MMDB-
3526-261
NC14

MMDB 64 3.5%2.65

MMDB-
3526-371
ND10

MMDB 67 3.5*2.65

MMAT-
2718-381- 64 2.75%1.85
M314i

MMAT

MMAT-
3729-321- 64 3.76*2.95
M314i

MMAT

MMDT-
4020-261 - 65 4.0%2.0
mMcC14

MMDT

V400640000

Height
(mm)

0.95

0.95

0.95

0.95

0.95

0.95

0.95

0.98

0.98

0.98

1.0

1.0

1.0

Rated
Uoltage
)

1.8

2.5

2.5

1.8

1.8

1.8

Impedance
Q)

300

300

300

300

300

300

250

300

Frequency
(kHz)

2400

2400

2400

2000

2400

Sensitivity
(dBD/Pa)

MEMS MICKOPHONE ~

- LINE CARD
Port AOP
location | (dB SPL)
Top 133
Top 128
Top 132
Top 120
Top 130
Bottom 130
Bottom 120
Bottom 128

Top 120
Bottom 130
Top 128
Top 122
Top 120

* DB are excited to offer special 0EM parts and designs tailored to our customers' unique needs

* Product photos are for reference only. For accurate dimensions, please refer to the dimension drawing.
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Series

MMDT

MMDT

MMAB

MMAB

MMAT

MMDT

MMDB

MMDT

MMAT

Photo

¢eev OO0

Model
No.

MMDT-
4030-261
MC14

MMDT-
4030-261
MC16

MMAB-
2819-381
N416

MMAT-
3729-421-
N313i

MMDT-
4020-261
NC14

MMDB-
4030-261-
NC4

MMDT-
4737-263-
GA2

MMAT-
B3526-293 -
M417

S/N Ratio
(dBR)

67

65

68

64

58

64

65

57

72

Length *
Width
(mm)

4.0*3.0

4.0*3.0

2.75%1.85

3.76*2.95

3.76*2.95

4.0*2.0

4.0*3.0

4.72*3.76

3.50%2.65

Height
(mm)

67

65

68

64

58

64

65

57

72

Mems MICBOPHONE *

Rated
Doltage
()
1.8

1.8

2.5

1.8

1.8

1.8

2.7

Impedance
Q)

300

300

300

300

Frequency
(kHz)

2400

2400

2400

2400

2400

Sensitivity
(dBU/Pa)

- LINE CARD
Port AOP
location | (dB SPL)
Top 120
Top 120

Bottom 130
Bottom 128

Top 132
Top 120
Bottom 120
Top 120
Top /

* DB are excited to offer special 0EM parts and designs tailored to our customers' unique needs

* Product photos are for reference only. For accurate dimensions, please refer to the dimension drawing.
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